
Follows international first-class fashion trend, the wicket style with up

and down cover shape,

stereo vision, highlight luxury.

According with ergonomics and biomechanical principle, the movement

of the motion arms

scientific and rational, makes exercising smooth.

Adopt combining with 50*100mm flat oval tube and 60mm round tube,

linked with 50*100mm

flat oval tube, main tube thickness: 2.5mm.

Adopt the high strength nylon pulley, 105mm, which is for industrial use,

keep machine smooth

and durable, effectively in keeping lower noise.

The cable which covered by nylon, the toughness and durability is great

to use, can burden

1400KGF, 5.7mm.

Equipped with wireless console, users can check the training results

anytime.

The selection pin for weight stacks with strong magnet to make the

movement more safe.

One-time-forming cushion makes it more comfortable and durable.



The gradually slowing action mode can energize most of the

pectoralis major muscle, while minimizing the involvement of

the anterior deltoid.

Two motion arms have position holes and adjustable knobs

which can be adjusted to different positions for different exercises

range.

Energize different pectorals major muscle group by forward and

backward bidirectional motions, and transfer the power to the

specific muscle directly.

The user can easily adjust the seat to their desired motion range

when sitting.

Specifications

DIM：(L)1322*(W)1532*(H)2050mm

N.W.：260KG

Weight stack：

Standard：80KG

Max：120KG

Muscles trained：Pectoralis major muscle


